
The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated
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Milano Multicolor - CAM

Housing: in die-cast aluminium equipped with adjustable steel bracket.  Inner
slab: in PMMA.  LED: Luminous flux maintenance 90%: 60.000h (L90B10).
Power factor >0.9
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Code Gear Kg Lumen Output-K-CRI WTot Colour
22082319-36 CLD  0,80 LED-2091lm-2700K-CRI>90 21 W WHITE
22082319-39 CLD  0,80 LED-2210lm-3000K-CRI>90 21 W WHITE
22082319-00 CLD  0,80 LED-2379lm-4000K-CRI>90 21 W WHITE

22082319-0034 CLD  0,80 LED-2404lm-5000K-CRI>90 21 W WHITE
22082419-36 CLD  0,70 LED-2261lm-2700K-CRI>90 23 W WHITE
22082419-39 CLD  0,80 LED-2474lm-3000K-CRI>90 23 W WHITE
22082419-00 CLD  0,80 LED-2664lm-4000K-CRI>90 23 W WHITE

22082419-0034 CLD  0,80 LED-2690lm-5000K-CRI>90 23 W WHITE
22082519-36 CLD  0,70 LED-2501lm-2700K-CRI>90 25 W WHITE
22082519-39 CLD  0,72 LED-2642lm-3000K-CRI>90 25 W WHITE
22082519-00 CLD  0,73 LED-2844lm-4000K-CRI>90 25 W WHITE

22082519-0034 CLD  0,80 LED-2873lm-5000K-CRI>90 25 W WHITE
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