
The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated
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Liset 2.0 OR3 - adjustable on ceiling/wall - comfort optics UGR<19

Liset 2.0 adjustable for tracks, available in 2 versions and equipped with
comfort optics, is ideal for creating accent lighting within retail spaces. It is a
brand-new, fully adjustable linear lamp capable of creating extremely efficient
lighting systems to highlight objects and areas.
Comfort optics: in black anti-glare polycarbonate for improved visual comfort
(the white colour version is available upon request).
LED: Luminous flux maintenance 80%: 50.000h (L80B20). Power factor 0.92.
Upon request: DIMM-DALI version with sub-code -1241 (4000K) or -3941
(3000K).
PUSH-DIMM version with sub-code -1245 (4000K) or -3945 (3000K).

Download
DXF 2D
- lisetor3.dxf

Montaggi
- LISET 2.0 OR3 REV1.pdf

Code Gear Kg Lumen Output-K-CRI WTot Colour
22304110-00 CLD  2,10 LED-2486lm-4000K-54°-CRI 80 18 W WHITE
22304130-00 CLD  1,59 LED-2486lm-4000K-54°-CRI 80 18 W BLACK
22304110-39 CLD  1,59 LED-2405lm-3000K-54°-CRI 80 18 W WHITE
22304130-39 CLD  1,59 LED-2405lm-3000K-54°-CRI 80 18 W BLACK
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