
The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated
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3700 Lucente 3.1 - with presence and light sensor - STAND-ALONE

Housing/frame: in die-cast aluminium with cooling fins integrated into the
cover.  Diffuser: in polycarbonate with concentric discs.  Equipment: complete
with connector for quick installation.  LED: power factor: 0,9.  LED luminous
flux maintenance 80%: 50.000h (L80B20).   Photobiological safety class:
exempt group.
Version with sensor (sub-code -1219): is an automatic sensor that immediately
sense the presence of people’s movements and anyone walking past. When
there is movement within the sensor’s detection range, the light will remain
ON. When no further movement is detected, the light will switch OFF after a
pre-set time.

Download
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- CONTROL manual.pdf

Code Gear Kg Lumen Output-K-CRI WTot Colour
22370031-1219 CLD-D  3,44 LED-21000lm-4000K-CRI>80 150 W GRAPHITE
22370032-1219 CLD-D  3,44 LED-28000lm-4000K-CRI>80 200 W GRAPHITE

Accessori

- remote control

http://catalogo.fosnova.it//DownloadPubFile.pub_do?force=true&id=01770eb2e24e46bdb2d8e50cb94f67d3
http://catalogo.fosnova.it//GetPage.pub_do?id=ca78df03513840e8bd7a58f559009dbc

