
The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated
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212 Anello giunzione

 A utiliser avec l'acc. 214/215

Download
DXF 2D
- acc_212.dxf

3DS
- disano_212.3ds

3DM
- disano_212.3dm

Code Kg WTot Colour
426954-00  0,93 0 W GREY9007
426955-00  0,93 0 W GRAPHITE

Prodotti

- 1751 Metropolis intensif - 1597 Vista - avec lamellaire - 3131 Tex faisceau medium - 1581 Volo - Street optic

- 1599 Vista d/i - 1582 Volo - extensif - 3124 Ghost - lumière
directe/indirecte - 1502 Polar

- 1572 Volo pour piste cyclable - 1580 Volo - asymétrique - 1595 Vista - avec écran opale - 1752 Metropolis extensif

- 1214 Clima - 3114 Ghost - lumière
directe/indirecte - 1598 Vista - à lumière indirecte - 1504 Clima

- 1756 Monza HP - high
performance

- 1753 Metropolis pistes
cyclables - 1514 Clima pour zone 1 - 1598 Vista - pour Zone 1

- 3182 Sforza Ø500 - passages
pour piétons gauche

- 3184 Sforza Ø500 - passages
pour piétons droit

- 3175 Montecarlo LED - extensif
- elliptical lenses - 1573 Volo LED faisceau large

http://catalogo.disano.it//DownloadPubFile.pub_do?force=true&id=910e92b2150100000080def5ce571041
http://catalogo.disano.it//DownloadPubFile.pub_do?force=true&id=d636e3b8270100000080cdde3d2e362a
http://catalogo.disano.it//DownloadPubFile.pub_do?force=true&id=0437e3b8270100000080cdde3d2e362a
http://catalogo.disano.it//GetPage.pub_do?id=0657493b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b91835f80073
http://catalogo.disano.it//GetPage.pub_do?id=dc3d4a3b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b91839ff0077
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b91829c3006b
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b917de160047
http://catalogo.disano.it//GetPage.pub_do?id=7b9b4a3b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=8a8a8ab710153af0011016f291d10369
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http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918ad87009b
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918a78c0097
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The reported luminous flux is the
flux emitted by the light source with
a tolerance of ± 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated
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Prodotti

- 1593 Volo LED - pour piste
cyclable - 1202 Polar - 1750 Metropolis - 3189 Sforza Ø500

- 1756 Monza FX - 1204 Clima

http://catalogo.disano.it//GetPage.pub_do?id=5f284a3b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b917d5aa003f
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