222 Copertura base palo

In alluminio pressofuso. da utilizzare come coperchio della base del palo
1493/1308/1508. 991315-00 da utilizzare per palo 1485/1487
Download

Code Kg WTot Colour
991399-00 3,32 ow GREY9007
991380-00 3,06 ow NERO
991378-00 3,34 ow GREY9007
991381-00 3,20 ow GRAFITE

Pali

- 1508 Palo rigato 8120 con ~ 1493 Palo con base =5 1485 Palo Arizona

Prodotti

- 3165 Iride luce diretta/ indiretta “ - 3160 Iride luce diretta - “ - 3164 Iride luce diretta - “ - 3162 Iride luce diretta -

- diffondente/ diffondente . stradale " diffondente ', stradale sospensione

% % b4

- 3166 Iride dir/ind LED RGB

The reported luminous flux is the
flux emitted by the light source with
a tolerance of + 10% compared to
the indicated value. The W tot
column indicates the total wattage
absorbed by the system without
exceeding 10% of the indicated

15/10/2021 Contattare il Centro di Consulenza e progettazione per qualsiasi informazione illuminotecnica. PAG 1-ITA



http://catalogo.disano.it//GetPage.pub_do?id=568a593b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=79f0593b0d0100000080811480110bbc
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918e4f100bf
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918e4f100bf
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918efaf00c7
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918efaf00c7
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918ea2100c3
http://catalogo.disano.it//GetPage.pub_do?id=297e750f12b9157b0112b918ea2100c3

